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1.3
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Introduction

The NMCI enterprise Operating System environment is Microsoft Windows 2000
Active Directory. However, Windows NT is used in the USMC deployed
environment. In preparation for the Marine Corps’ transition to NMCI, MCTSSA
has been tasked to perform a pilot implementation of an NMCI Seat in a deployed
environment and document the procedure to accomplish this task. Dialin access to
the NMCI Network is a requirement for Marine Corps units when deployed. As a
result of this requirement, MCTSSA has been tasked to produce an Internet
Explorer Configuration Document for distribution to the Fleet. This will be used
as a guide to assist users with the process that is required in order to access
websites using Internet Explorer (IE). This document describes the procedure of
configuring IE for usage on the NMCI Network.

NMCI CLIN 004AC Seat:

Pentium III 1 GHz Processor
256MB of RAM

Integrated Ethernet 10/100 Adapter
Integrated V.90 56K Dialup Adapter

NMCI Environment

Remote access to the NMCI network will be accomplished via authentication
through either Remote Access Service (RAS) or High Speed VPN (Virtual Private
Network). The NMCI ISF (Internet Strike Force) has created a document titled
Remote Access Service Getting Started Guide.

If you need further assistance call the NMCI Helpdesk (1-866-843-6624).

NMCI Deployed Environment

The Marine Corps’ TDN environment consists of a Windows NT Operating
System. Procedure development and assessment of the operability of NMCI Seats
in a deployed environment has been conducted at MCTSSA in the SIF MEF Node
consisting of Windows NT PDC and BDC, Cisco Routers and Checkpoint’s Meta
IP DNS.

Background and Overview

This document is designed to assist the user with configuring Internet Explorer to
allow access to NMCI Network Internet browsing.

The following is a step-by-step guide for configuring Internet Explorer.
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2.0 Internet Explorer Configuration for usage on the NMCI
Network

2.1 Configure Internet Explorer Properties

211 Launch Internet Explorer

2} Cannot find server - Microsoft Internet Explorer provided by Navy Marine Corps Intranet

_ ol x|
J File  Edit ‘View Faworites | Tools Help ﬁ
J 4=Ezck - = - @ 7% Mail and News S @Histary ||%- S @

Synchronize. .,
Jnddress I@ http!/ homepart] w j @Gu |J Links >
Show Related Links

-

Internet Options...

@ The page canro

The page you are looking for is currently unavailable, The web

site rv?ight be experiencing technical difficulties, or you may need #2 - Select Intemet Options under
to adjust your browser settings.
the Tools dropdown menu

Please try the following:

» Click the Refresh buttan, or try again later,

@ If you typed the page address in the Address bar, make
sure that it is spelled correctly.
To check your connection settings, click the Tools menu,
and then click Internet Options. On the Connections
tab, click Settings. The settings should match those
provided by your local area network (LAN) administrator or
Internet service provider (ISP).
If your Network Adrinistrator has enabled it, Microsoft
windows can examine your network and automatically
discover network connection settings,
If you would like Windows to try and discover them,
click @ Detect Network Settings

Enables you to change settings.

#1 - Click on the “e” to launch Internet Explorer

iﬁstartl“ & =1 B H &]Cannot find server - M... BDocument! - Microsoft W... (2 me @Y TEDR 123

Figure 2.1-1

2.1.1.1 Launch IE by clicking on the “e” icon that appears on your desktop.

2.1.1.2 Then click on “Tools > Internet Options...” as shown in Figure 2.1-1



2.1.2 Connections Tab

izeneral I Security I Content  Connections |F'r|:u;|rams I Advanced I

Ise the Inkernet Connection Wizard\o
conneck your computer ko the Interne

— Dial-up setkings

edith, radnoti add |
R.AS Dialin #1 - Click on Connections

Setkings... |

™ Dial whenever a network connection is nok present

% Mever dial a connection

™ Always dial my defaulk conneckion

Zurrent #2 - Click on LAN Seh Defaulk |

Settings

—Local Area Mebwork (LARN) setkings

\ LAN Settings... |

o] 4 | Cancel | apply |

Figure 2.1-2

2.1.2.1 Click on the Connections tab and then click on the LAN Settings... button as shown in
Figure 2.1-2.



2.1.3 LAN Settings

Local Area Network (LAN) Settings d

— Aukamatic configuration

Bukomakic configuration may override manual setkings, To ensure the
use of manual settings, disable automatic configuration,

™ automatically detect settings

[ Use automatic configuration scripk

addess | Click on “Advanced” button

—Proxy server
v Use a proxy server \

fddress; I Fork; I

[ Bypass proxy server For local addresses

(8] 4 Cancel

Figure 2.1-3

2.1.3.1 Ensure that your screen mirrors the information in Figure 2.1-3 above and then click the
Advanced... button.
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2.1.4.1

2.1.4.2

2.1.4.3

Proxy Settings

Proxy Settings

—Servers

Tvpe
HTTP:
SeCUre:
ETP:
imophet:

Socks:

Proxy address bo use Pork
procey sdni.nadsuswe.nads.n | S0
procey 2, sdni.nadsuswe . nads., 443
procey sdni.nadsuswe,.nads.n ;| S0
procey sdni.nadsuswe,.nads.n | 80

[ Use the same prozxy server for all prokocals

i

—Exceptions

Do nok use proxy server for addresses beginning with:

I 127.0.0.1;localhost

Use semicalons () ko separate entries.

-

ok |

Zancel

Change your proxy information contained on this screen to the information shown in
Figure 2.1-4 above. (NOTE: These settings will work for certain locations,

Figure 2.1-4

verify these addresses with the NMCI Helpdesk)

The complete address that was used above is: proxy.sdni.nadsuswe.nads.navy.mil for

HTTP, FTP and Gopher. Use proxy2.sdni.nadsuswe.nads.navy.mil for Secure.

If your Exceptions box contains anything besides what is shown above, delete
everything except the 127.0.0.1 and localhost then click the OK button.




215 Configuration is Complete

Local Area Network {LAN) Settings |

—fukomatic configuration

Automatic configuration may override manual setkings, To ensure the
use of manual sektings, disable automatic configuration,

[ Automatically dekect settings

[ Use aukomatic configuration scripk

Address I

—Proxy server

¥ Use a proxy server

Address: I Pork; I

[ Bypass proxy server for local addresses

Click “OK” > (a]'s Cancel

2.1.5.1 Click “OK”
Internet Options el
meneral I Security | Content  Conneckions |Prugrams | &dvanced |

Use the Internet Connection Wizard bo Set

up...
connect yaur computer ko the Inkernet, =

—Dial-up settings

edith.radnoti add. ..
R4S Dialin

Remove

I

Settings. ..

& Never dial a connection
" Dial whenever a network connection is not present

" always dial my defaulk connection

urrent [dane Set Default

—Local Area Metwaork (LAN) settings

LAM Settings. ..

]

Click “OK”

Ok | Cancel | apply |

2.1.5.2 Click “OK”




icrosoft Internet Explorer provided by Navy Marine Corps Intranet

JFiIe Edit View Favorites | Todls  Help

J d=Eack - = - 3 7% Mal and News s ¢ AHistory |I%v =Y |

Jnddress I@ http:/fhomeport! w j @G0 |J Links *
Shaow Related Links

@ The page canr

Click on the “X” to
The page you are looking for is currently unavailable. The web CIOSG the Wil’ldOW.

site might be experiencing technical difficulties, or you may need
to adjust your browser settings.

Please try the following:

Click the Refresh buttan, or try again later,

If you typed the page address in the Address bar, make
sure that it is spelled correctly,

To check your connection settings, click the Tools menu,
and then click Internet Options. On the Connections
tab, click Settings. The settings should match those
provided by your local area network {LAN) administrator or
Internet service provider (ISP).

If your Network Administrator has enabled it, Microsoft
windows can examine your network and automatically
discower network connection settings.

If yvou would like windows to try and discover them,

click Detect Wetwaork Settings

Enables you to change settings.

iﬁStart”J & 51 > H & Jcannot find server - M... Docurment - Microsoft W... |5WQ@Q@'T%°% 12:36
Figure 2.1-5

2.1.5.3 Close the Internet Explorer window by clicking on the “x” as shown in Figure 2.1-5

2.1.5.4 Configuration on Internet Explorer is now completed.
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